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) REMINGTON, VA (FIELD WEST) 09/24/2015 REMINGTON, VA (FIELD EAST) 09/24/2015

‘J
AC SYSTEM SIZE (MW) 19.80 TOTAL AC SYSTEM SIZE (MW) 19.80 TOTAL

/~ PROPOSED 50' LANDSCAPE BUFFER DC SYSTEM SIZE (MW)
PARKING W/ SECURITY STATION,
APPROXIMATELY 400 SPACES , T R AA
SOLARu:
: 50101 Governors Drive, Suite 280
Chapel Hill, NC 27517
www.stratasolar.com

] 3 DEVELOPER / CONSULTANTS
. ACRES INSIDE LF OF FENCE LF OF GRAVEL
REMOVE EXISTING PROPOSED 24' WIDE TEMPORARY CONSTRUCTION FENCE ACCESS AISLES
FENCE AS NECCESSARY ENTRANCE W/ 45' RADIl. FOLLOWING
CONSTRUCTION, ENTRANCE WILL BE CONSTRUCTED EAST 6320 12256
055 PER APPROVED VADOT DRIVEWAY PERMIT.
OVERLAY EXISTING SOIL : ADDRESS FOR TEMPORARY CONSTRUCTION WEST 7577 15257
ACCESS DRIVE WITH GRAVEL i o ENTRANCE IS 11780 LUCKY HILL ROAD, REMINGTON

TREE PRESERVATION AREAS . RELOCATE EXISTING DRIVE AS SHOWN

EXISTING WETLANDS PER DELINEATION
BY TIMMONS GROUP & FIELD LOCATED
BY TIMMONS GROUP

EXISTING STREAM PER DELINEATION
BY TIMMONS GROUP & FIELD LOCATED
BY TIMMONS GROUP

EXISTING WETLANDS PER DELINEATION TEMPORARY GRAVEL
BY TIMMONS GROUP & FIELD LOCATED CONSTRUCTION
BY TIMMONS GROUP STAGING AREA

¥ o
" i EXISTING

PROPOSED CULVERT (STREAM TEMPORARY SECURITY GRAVEL PATH TREE PRESERVATION AREAS
STATION -

IMPACT SHALL BE PERMITTED
BY USACOE) PROPOSED 24'
: PERMANENT GATE

PROPOSED 24'
PERMANENT
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: PROPOSED 20' GRAVEL N -
&% ACCESS DRIVE ~

PROPOSED 24' e
TEMPORARY GATE =—Le=14

PROJECT NAME & ADDRESS

EXISTING WETLANDS PER DELINEATION
BY TIMMONS GROUP & FIELD LOCATED
BY TIMMONS GROUP

TEMPORARY SECURITY FENCE
AROUND LAYDOWN YARD AND
. STAGING AREA

FAUQUIER COUNTY

11720 LUCKY HILL ROAD
REMINGTON, VA 22734

TREE PRESERVATION AREAS ‘F

REMINGTON SOLAR
ELECTRIC POWER PLANT

PROPOSED UGE CROSSING
(20" WIDE CLEARED, TEMPORARY
STREAM IMPACT PROPOSED)

NOTES

N 3 PROPOSED MEDIUM VOLTAGE AND
1. EXISTING PROPERTY INFORMATION FIBER OPTIC CABLE CROSSING

o ARGEL T OVERHEAD ELECTRIC EASEMENT, R, _ A
PIN OWNER AoDREss | DBPG | auminoE| LANDUSE , — SEE DETAIL THIS SHEET : - '
11870 LUCKY - : LA e : : )
6888-83-5891 | VIRGINIAL ELECTRIC & POWER CO. o 836/724 | 277.1977+ | AGRICULTURE DROPOSED 12’ GRAVEL k. = A\ Ny _ SRAWNBY

ACCESS AISLE s . / /
THE PROPOSED DEVELOPMENT SETBACK FOR THE WATERS OF THE U.S. (STREAM), JURISDICTIONAL DITCH AND T & = _ s N : " APL/RBJ/JRB
WETLANDS IS A MINIMUM 25-FOOT MEASURED FROM THE RESPECTIVE FEATURE TOP-OF-BANK OR WETLAND S y

EDGE AS CONFIRMED BY THE U.S. ARMY CORPS OF ENGINEERS PRELIMINARY JURISDICTIONAL DETERMINATION - ¥ - = ==
DATED NOVEMBER 28, 2011. : —r— 71— PROPOSED TEMPORARY ORANGE

FABRIC FENCING TO DENOTE LOCATION
OF 25' SETBACK FROM EXISTING SEPTIC
FIELD. FENCING TO BE REMOVED AFTER
CONSTRUCTION.

EXISTING TREE
LINE (TYP)

EXISTING OVERHEAD ELECTRIC EASEMENT
WIDTH VARIES

1

TREE PRESERVATION AREAS

NOT TO SCALE 6' CHAIN-LINK WITH 3
10 B8 PERPENDICULAR TO STRANDS BARBED WIRE (TYP)

THIS DOCUMENT IS THE SOLE PROPERTY OF
STRATA SOLAR, LLC. ANY USE, REPRODUCTION,
DISTRIBUTION, PUBLICATION, OR
PRESENTATION IS BY EXPRESS PERMISSION OF
STRATA SOLAR LLC.

EVERGREEN - %3k TSRl o3k - % \ ¥ i , SITE PLAN LEGEND DO NOT SCALE DRAWINGS. USE
TREES ‘ ' ‘ ' X G o ) ! PROPOSED 24 e —— FIGURED DIMENSIONS ONLY.
Y PERMANENT GATE

PROPOSED CABLE CROSSING w PROPOSED SECURITY FENCE PROPOSED 24' ; ‘ : ! \ S ; £ THIS DRAWING IS PROTECTED BY COPYRIGHT.
PERMANENT GATE - : :

EASEMENT

COPYRIGHT © 2015 STRATA SOLAR, LLC.
PROPOSED PAD EXISTING PROPERTY LINE

MOUNTED PROPOSED 50' LANDSCAPE EXISTING PROPERTY LINE . REVISIONS |
SWITCH GEAR REVISIONS

BUFFER YARD, SEE DETAIL (NOT SURVEYED)
THIS SHEET EXISTING RIGHT-OF-WAY | 81815 | ADDCONST TRAILER |

SOUTHEASTERN
NATIVE MEADOW

MIX (TO REACH A MAX
HEIGHT OF 3-4' AND
BE REJUVENATED
ANNUALLY \ EXISTING SETBACK

9/24/15
EXISTING SEPTIC FIELD &
" EXISTING OVERHEAD
PLAN VIEW UTILITY LINE WITH FORCE MAIN EASEMENT PROPOSED LEASE LINE

- 1
- 1
NOTES 120° EASEMENT , PER SURVEY BY I I
- EXISTING FENCE LINE - 1

PLANTING AREA WILL BE 50' WIDE TIMMONS GROUP I
BUFFER YARD SHALL CONSIST OF 10 EVERGREEN TREES PER 100’ LINEAR FT.

EVERGREEN TREES SHALL BE A MINIMUM OF 6' IN HEIGHT AT TIME OF INSTALLATION AND CAPABLE OF N PERMANENT SECURITY FENCE - ]
REACHING A MATURE HEIGHT OF AT LEAST 25' (7 CHAIN-LINK WITH 3 STRANDS BARBED WIRE) B

THE SOUTHEASTERN NATIVE MEADOW MIX SHALL REACH A HEIGHT OF 3-4', BE REJUVENATED ANNUALLY AND
TEMPORARY SECURITY FENCE

. E\%EGRJ:EENB%QE‘; = OF THE BUFFER PROPOSED 24' (7" CHAIN-LINK) DRAWING DESCRIPTION
ILEX OPACA  (AMERICAN HOLLY) MAINTENANCE GATE
EFV?”\SQYI_LOV\QI‘;'\SNG TAPE, CRYPTOMERIA JAPONICA 'YOSHINO'  (JAPANESE CEDAR) SEPJES );Ié\/IAgI'ELLC())OCS\ TION - APPROXIMATE LOCATION EXISTING OVERHEAD POWERLINE  ————— Ex———
S ! ILEX X 'NELLIE R. STEVENS'  (NELLIE STEVENS HOLLY) OF PROPOSED TELECOM
CAUTION ELECTRICAL JUNIPERUS VIRGINIANA  (EASTERN RED CEDAR) BUILDING PROPOSED OVERHEAD MEDIUM
LINE BURIED BELOW" NATIVE MEADOW MIX b VOLTAGE LINE

ELYMUS VIRGINICUS  (VIRGINIA WILDRYE) LIATRIS SPICATA (SPIKED GAYFEATHER)
SCHIZACHYRIUM SCOPARIUM  (LITTLE BLUESTEM) MONARDA FISTULOSA (WILD BERGAMONT)

ASCLEPIAS TUBEROSA  (BUTTERFLY MILKWEED) PENSTEMON LAEVIGATUS ~(APPALACHIAN BEARDTONGUE) PROPOSED POINT OF PROPOSED 20" WIDE GRAVEL PROPOSED UNDERGROUND
: INTERCONNECTION

50' LANDSCAPE BUFFER

[T T efo]=] ]

BACKEILL TRENCH WITH CHAMAECRISTA FASCICULATA  (PARTRIDGE PEA) PYCANTHEMUM INCANUM (HOARY MTN MINT) MAINTENANCE DRIVEWAY, MEDIUM VOLTAGE LINE
EXISTING EXCAVATED CHAMAECRISTA NICTITANS  (SENSITIVE PEA) RUDBECKIA HIRTA  (BLACK EYED SUSAN) NOT FOR CONSTRUGTION
COREOPSIS LANCEOLATA (LANCE LEAF COREOPSIS)  SOLIDAGO NEMORALIS (GRAY GOLDENROD) EXISTING TREE LINE
MATERIAL COREOPSIS MAJOR  (STARRY TICKSEED) SOLIDAGO ODORA  (LICORICE SCENTED GOLDENROD) S |TE P L AN

ECHINACEA PURPUREA  (PURPLE CONEFLOWER) TRADESCANTIA SUBASPERA  (ZIG ZAG SPIDERWORT) PROPOSED MEDIUM VOLTAGE AND PROPOSED TREE LINE
LESPEDEZA VIRGINICA (SLENDER BUSHCLOVER)
DIRECT BURY MEDIUM VOLTAGE FIBER OPTIC CABLE CROSSING

CABLE (3) RANDOMLY LAID IN OVERHEAD ELECTRIC EASEMENT, PROPOSED TREE CLEARING
TRENCH SEE DETAIL THIS SHEET

1/0 COPPER GROUND WIRE PLANTING SCHEDULE PROPOSED SOLAR ARRAY
BOTANICAL NAME COMMON NAME MIN. HEIGHT PROPOSED INVERTER AREA

BACKFILL SHALL CONTAIN NO TREE PRESERVATION AREAS

MATERIAL LARGER THAN 3/8". ILEX OPACA AMERICAN HOLLY EXISTING UTILITY POLE

MINIMUM 4" BELOW CONDUCTORS

AND 6" ABOVE CONDUCTORS CRYRPTOMERIA o PROPOSED UTILITY POLE (BY STRATA)
FIBER OPTIC CABLE JAPONICA 'YOSHINO' JAPANESE RED CEDAR “ ) |

DRAWING NUMBER REVISION

o
)
PROFILE VIEW . PROPOSED UTILITY POLE (BY OTHERS) o
ILE)é_)I_(E'\\I/E::ILSI!E R. NELLIE STEVENS HOLLY
PROPOSED GUY WIRE -

MEDIUM VOLTAGE AND FIBER OPTIC CABLE ™
CROSSING OVERHEAD ELECTRIC EASEMENT JUNIPERUS VIRGINIANA EASTERN RED CEDAR . SCALE: 1" = 200'
NOT TO SCALE . PROPOSED GRAVEL ACCESS AISLE
| ]
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